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NOTES:

01. DRAWING SHOULD BE READ, NOT MEASURED.
02. GRADE OF STEEL Fe500.
03. ALL DIMENSIONS ARE IN MM&FEET.

04. ALL LEVELS TO BE AS PER ARCHITECTURAL DRAWING ONLY.

05. REF THIS DRG ALONG WITH ARCH. DRG.

06. ANY DISCREPANCIES NOTED IN THE DRAWING SHOULD BE

THE NOTICE OF THE DESIGNPOINT/BANK
07. GRADE OF CONCRETE M-30

08. CONCRETE COVER FOR MAIN REINFORCEMENT 20MM

1300mmthick

RCC wall

VENTILATOR

; 450MM X450 MM

Provide300mm

T

¥

RN

Thick RCC Slab

b oko

i

305 — =

: ~—1.22— .
3.05 3
SMD 2.13
Provide300mm 300mmthick
<4 Thick RCC RCC wall
" 5| Flporing
SECTION @AA
Provide300mm
Thick RCC Slab
; :
= o o |!
vl \QMM DIA TOR @ 150MM C/C.

0/ WANOSL ©® H0L VI WWZL\

/9 WNOSL © H0L VI WWZLﬂ\
L

A A

0 Niwel

¥
051 © ¥l

\ZMM DIA TOR @ 150MM C/C.

—RCC WALL 300 mm tk.

—=—L_AP LENGTH 600MM.

12MM DIA TOR @ 150MM C/C.

12MM DIA TOR @ 150MM C/C.

P

va

RN

Flooring

SECTION DWG SHOWING REINFORCEMENT DETAILS FOR STRONG ROOM.

09. CONCRETE COVER BLOCKS CAN BE CEMENT
MORTAR BLOCKS.
10. CONCRETE SHALL BE WITH 53 GRADE OPC CEMENT OF
APPROVED MAKE.
11. CONCRETING OF STRONG ROOM WALL SHOULD BE CONTINUOUS
WITH MACHINE VIBRATED COMPACTION.

12. CURING OF CONCRETE SHALL BE UP TO 21DAYS WITH GOOD

QUALITY WATER.

13. LAPPING OF REBARS SHALL BE 50d.
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